
Fields of application:

The waste water pump po-Söffel CX  is a
submersible centrifugal pump for delivery of clean or
dirty water with solid admixtures up to a particle size
of 6 mm.

Technical data:

ø 2“Hose connection
Storz CCoupling
BSP 2", NPT 2"
R 2" external threadThread connection
DIN IP68Degree of protection
33 kg without cableWeight

2800 1/minNominal speed

1.0 kWMotor nominal power
10 ANominal current
230 V 1~ , 50 HzNominal voltage

Single-phase AC with
capacitor

Current type

2 - 10pH-value
1100 kg/m³Density
max. 15 mImmersion depth
max. 40 °CMedium temperature
0 - 16 mDelivery head range
24 - 0 m³/hDelivery rate range

Material specification:

Dual mechanical seal
SiC - SiC

Shaft sealing

Stainless steel 1.4401Inlet strainer
RubberSuction bracket
Stainless steel 1.4057Shaft

Rubber 
Stainless steel 1.4001

Diffuser

Stainless steel 1.4401
or 1.4001 / 56HRC

Impeller
Stainless steel 1.4401Casing

Electrical connection:

� 20 m rubber-jacket cable with connector plug
� alternatively with motor protection connector

plug or with motor protection connector plug and
float switch

� thermal overloads embedded in stator winding

special design on request

po-Söffel CX-WS
Characteristic curve:

Delivery data:

04.57.510.312.514.515.316H [m]

8.65.54.43.32.21.10.50 Q [l/s]

242016128420Q [m³/h]

Main dimensions:

soe_cxen/1   n2-24

po-SöffelDrainage pumps

Subject to alterations

oddesse  Pumpen- und Motorenfabrik GmbH   •   Am Pappelwald 12   •    D-39387 Oschersleben   - Made in Germany -
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Fields of application:

The waste water pump po-Söffel CX  is a
submersible centrifugal pump for delivery of clean or
dirty water with solid admixtures up to a particle size
of 6 mm.

Technical data:

ø 2 “Hose connection
Storz CCoupling
BSP 2", NPT 2"
R 2" external threadThread connection
DIN IP68Degree of protection
33 kg without cableWeight

2800 1/minNominal speed
1.5 kWMotor nominal power
3.9 A / 2.3 ANominal current
400 V / 690 V, 3~ , 50 HzNominal voltage
three-phase ACCurrent type

2 - 10pH-value
1100 kg/m³Density
max. 15 mImmersion depth
max. 40 °CMedium temperature
0 - 16 mDelivery head range
39 - 0 m³/hDelivery rate range

Material specification:

Dual mechanical seal
SiC - SiC

Shaft sealing
Stainless steel 1.4401Inlet strainer
RubberSuction bracket
Stainless steel 1.4057Shaft

Rubber 
Stainless steel 1.4001

Diffuser

Stainless steel 1.4401
or 1.4001 / 56HRC

Impeller
Stainless steel 1.4401Casing

Electrical connection:

� 20 m rubber-jacket cable
� alternatively with phase reversing connector

plug, with motor protection connector plug or
with motor protection connector plug and float
switch

� thermal overloads embedded in stator winding

special design on request

po-Söffel CX-DS
Characteristic curve:

Delivery data:

0579.3111314.516H [m]

10.88.36.95.54.22.81.40Q [l/s]

39302520151050Q [m³/h]

Main dimensions:

soe_cxen/2   n2-24

po-SöffelDrainage pumps

Subject to alterations
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Fields of application:

The waste water pump po-Söffel BX  is a
submersible centrifugal pump for delivery of clean or
dirty water with solid admixtures up to a particle size
of 6 mm.

Technical data:

ø 3“Hose connection
Storz BCoupling
BSP 3", NPT 3”
R 3" external threadThread connection
DIN IP68Degree of protection
50 kg without cableWeight

2800 1/minNominal speed
3.7 kWMotor nominal power
8.1 A / 4.7 ANominal current
400 V / 690 V 3~, 50 HzNominal voltage
three-phase-ACCurrent type

2 - 10pH-value
1100 kg/m³Density
max. 15 mImmersion depth
max. 40 °CMedium temperature
0 - 22 mDelivery head range
69 - 0 m³/hDelivery rate range

Material specification:

Dual mechanical seal
SiC - SiC

Shaft sealing
Stainless steel 1.4401Inlet strainer
RubberSuction bracket
Stainless steel 1.4057Shaft

Rubber 
Stainless steel 1.4001

Diffuser

Stainless steel 1.4401
or 1.4001 / 56HRC

Impeller
Stainless steel 1.4401Casing

Electrical connection:

� 20 m rubber-jacket cable
� alternatively with phase reversing connector

plug, with motor protection connector plug or
with motor protection connector plug and float
switch

� thermal overloads emdedded in stator winding

special design on request

po-Söffel BX
Characteristic curve:

Delivery data:

010.514.216.518.5202122H [m] 

19.216.214.811.18.35.62.80Q [l/s]

696050403020100Q [m³/h]

Main dimensions:

soe_bxen/1   n9-22

po-SöffelDrainage pumps

Subject to alterations

oddesse  Pumpen- und Motorenfabrik GmbH   •   Am Pappelwald 12   •    D-39387 Oschersleben   - Made in Germany -
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Fields of application:

The waste water pump po-Söffel BX-W  is a
submersible centrifugal pump for delivery of clean or
dirty water with solid admixtures up to a particle size
of 9.5 mm.

Technical data:

ø 4“Hose connection
Storz BCoupling
BSP 4", NPT 4"
R 4" external threadThread connection
DIN IP68Degree of protection
59 kg without cableWeight

2800 1/minNominal speed
5.5 kWMotor nominal power
12.5 A / 7.2 ANominal current
400 V / 690 V, 3~, 50 HzNominal voltage
three-phase-ACCurrent type

2 - 12pH-value
1100 kg/m³Density
max. 15 mImmersion depth
max. 40 °CMedium temperature
0 - 28 mDelivery head range
156 - 0 m³/hDelivery rate range

Material specification:

Dual mechanical seal
SiC - SiC

Shaft sealing
Stainless steel 1.4401Inlet strainer
Rubber NBRSuction bracket
Stainless steel 1.4057Shaft

Rubber 
Stainless steel 1.4001

Diffuser

Stainless steel 1.4401
or 1.4001 / 56HRC

Impeller
Stainless steel 1.4401Casing

Electrical connection:

� 20 m rubber-jacket cable
� alternatively with phase reversing connector

plug, with motor protection connector plug or
with motor protection connector plug and float
switch

� thermal overloads embedded in stator winding

special design on request

po-Söffel BX-W
Characteristic curve:

Delivery data:

07.511.515.518.521.524.528H [m] 

43.333.327.822.216.7115.50Q [l/s]

156120100806040200Q [m³/h]

Main dimensions:

soe_bxwen/1   n9-22

po-SöffelDrainage pumps

Subject to alterations

oddesse  Pumpen- und Motorenfabrik GmbH   •   Am Pappelwald 12   •    D-39387 Oschersleben   - Made in Germany -
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Fields of application:

The waste water pump po-Söffel AX  is a
submersible centrifugal pump for delivery of clean or
dirty water with solid admixtures up to a particle size
of 9.5 mm.

Technical data:

ø 4“Hose connection

Storz ACoupling

BSP 4", NPT 4"

R 4" external threadThread connection

DIN IP68Degree of protection
64 kg without cableWeight

2800 1/minNominal speed

7.5 kWMotor nominal power

16 A / 9.3 ANominal current

400 V / 690 V, 3~, 50 HzNominal voltage
three-phase-ACCurrent type

2 - 10pH-value

1100 kg/m³Density

max. 15 mImmersion depth
max. 40 °CMedium temperature

0 - 29 mDelivery head range
180 - 0 m³/hDelivery rate range

Material specification:

Dual mechanical seal
SiC - SiC

Shaft sealing
Stainless steel 1.4401Inlet strainer
RubberSuction bracket
Stainless steel 1.4057Shaft

Rubber 
Stainless steel 1.4001

Diffuser

Stainless steel 1.4401
or 1.4001 / 56HRC

Impeller
Stainless steel 1.4401Casing

Electrical connection:

� 20 m rubber-jacket cable
� alternatively with phase reversing connector

plug, with motor protection connector plug or
with motor protection connector plug and float
switch

� thermal overloads embedded in stator winding

special design on request

po-Söffel AX
Characteristic curve:

0 20 40 80 100 120 140 Q [m³/h]60
0

5

10

15

20

25

30

H
[m]

Delivery data:

07131720232629H [m]

5041.734.7282113.96.90Q [l/s]

1801501251007550250Q [m³/h]

Main dimensions:

soe_axen/1   n2-24

po-SöffelDrainage pumps

Subject to alterations

oddesse  Pumpen- und Motorenfabrik GmbH   •   Am Pappelwald 12   •    D-39387 Oschersleben   - Made in Germany -
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Fields of application:

The drainage pump po-Söffel AX-H  is a submersible
centrifugal pump for delivery of clean or dirty water
with solid admixtures up to a particle size of 6 mm.

Technical data:

ø3“Hose connection

Storz BCoupling

BSP 3", NPT 3"

R 3 external threadThread connection

DIN IP68Degree of protection
67 kg without cableWeight

2800 1/minNominal speed

7.5 kWMotor nominal power

16 A / 9.3 ANominal current

400 V / 690 V 3~, 50 HzNominal voltage

three-phase-ACCurrent type

2 - 10pH-value

1100 kg/m³Density

max. 15 mImmersion depth

max. 40 °CMedium temperature

18.5 - 49 mDelivery head range
63 - 0 m³/hDelivery rate range

Material specification:

Dual mechanical seal
SiC - SiC

Shaft sealing
Stainless steel 1.4401Inlet strainer
RubberSuction bracket
Stainless steel 1.4057Shaft

Rubber 
Stainless steel 1.4001

Diffuser

Stainless steel 1.4401
or 1.4001 / 56HRC

Impeller
Stainless steel 1.4401Casing

Electrical connection:

� 20 m rubber-jacket cable
� alternatively with phase reversing connector

plug, with motor protection connector plug or
with motor protection connector plug and float
switch

� thermal overloads embedded in stator winding

special design on request

po-Söffel AX-H
Characteristic curve:
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Delivery data:

18.520.528.53439.54345.549H [m]

17.516.713.9118.35.52.80Q [l/s]

636050403020100Q [m³/h]

Main dimensions:

soe_axhen/1   n2-24

po-SöffelDrainage pumps

Subject to alterations

oddesse  Pumpen- und Motorenfabrik GmbH   •   Am Pappelwald 12   •    D-39387 Oschersleben   - Made in Germany -
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Fields of application:

The waste water pump po-Söffel 0X  is a
submersible centrifugal pump for delivery of clean or
dirty water with solid admixtures up to a particle size
of 10 mm.

Technical data:

ø 6“Hose connection
Storz F-150Coupling
BSP 6", NPT 6"
R 6" external threadThread connection
DIN IP68Degree of protection
186 kg without cableWeight

2800 1/minNominal speed
19 kWMotor nominal power
39 A / 23 ANominal current
400 V / 690 V 3~, 50 HzNominal voltage
three-phase-ACCurrent type

2 - 10pH-value
1100 kg/m³Density
max. 15 mImmersion depth
max. 40 °CMedium temperature
0 - 38.5 mDelivery head range
360 - 0 m³/hDelivery rate range

Material specification:

Dual mechanical seal
SiC - SiC

Shaft sealing
Stainless steel 1.4401Inlet strainer
RubberSuction bracket
Stainless steel 1.4057Shaft

Rubber 
Stainless steel 1.4001

Diffuser

Stainless steel 1.4401
or 1.4001 / 56HRC

Impeller
Stainless steel 1.4401Casing

Electrical connection:

� 20 m rubber-jacket cable
� alternatively with phase reversing connector

plug, with motor protection connector plug or
with motor protection connector plug and float
switch

� thermal overloads embedded in stator winding

special design on request

po-Söffel 0X
Characteristic curve:

0 50 100 150 200 250 300 350 Q [m³/h]
0

H
[m]

5

10

15

20

25

30

35

40

Delivery data:

01116.522.527.53235.538.5H [m]

10083.369.455.541.627.813.90Q [l/s]

360300250200150100500Q [m³/h]

Main dimensions:

soe_0xen/1   n2-24

po-SöffelDrainage pumps

Subject to alterations

oddesse  Pumpen- und Motorenfabrik GmbH   •   Am Pappelwald 12   •    D-39387 Oschersleben   - Made in Germany -
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Fields of application:

The waste water pump po-Söffel 0X-H  is a
submersible centrifugal pump for delivery of clean or
dirty water with solid admixtures up to a particle size
of 10 mm.

Technical data:

ø 6“Hose connection
Storz ACoupling
BSP 4", NPT 4"
R 4" external threadThread connection
DIN IP68Degree of protection
186 kg without cableWeight

2800 1/minNominal speed
19 kWMotor nominal power
39 A / 23 ANominal current
400 V / 690 V 3~, 50 HzNominal voltage
three-phase-ACCurrent type

2 - 10pH-value
1100 kg/m³Density
max. 15 mImmersion depth
max. 40 °CMedium temperature
30 - 70 mDelivery head range
85 - 0 m³/hDelivery rate range

Material specification:

Dual mechanical seal
SiC - SiC

Shaft sealing
Stainless steel 1.4401Inlet strainer
RubberSuction bracket
Stainless steel 1.4057Shaft

Rubber 
Stainless steel 1.4001

Diffuser

Stainless steel 1.4401
or 1.4001 / 56HRC

Impeller
Stainless steel 1.4401Casing

Electrical connection:

� 20 m rubber-jacket cable
� alternatively with phase reversing connector

plug, with motor protection connector plug or
with motor protection connector plug and float
switch

� thermal overloads embedded in stator winding

special design on request

po-Söffel 0X-H
Characteristic curve:

Delivery data:

3040515559636670H [m]

23.319.413.911.18.35.52.80Q [l/s]

857050403020100Q [m³/h]

Main dimensions:

soe_0xhen/1   n2-24

po-SöffelDrainage pumps

Subject to alterations

oddesse  Pumpen- und Motorenfabrik GmbH   •   Am Pappelwald 12   •    D-39387 Oschersleben   - Made in Germany -
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